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                          17 March 2026 

Ref No: MU-AML-448745-CW-RFB    

Rodrigues Airport Project-New Runway and Associated Facilities (Component 1) 

 RESPONSES TO REQUESTS FOR CLARIFICATIONS   

List No. 02 (Response No.32 to No.69) 

No. Question/Query/Issue Response/Clarification 

32 We are keen to participate in the tender for the subject Airport 
Project and as advised we have downloaded the tender 
document. 
We would like to undertake the site visit to study the Project 
Site, Interfacing with operating Airport and other Logistic 
aspects.   
Hence, Four or Five Senior Officials from our organization are 
planning to visit the site from 9th February to 15th February 
2026 and therefore solicit your kind permission to carry out the 
site visit during the above mentioned period. 
Also, we request if you can arrange one representative from 
your good office to accompany our team which will facilitate 
smooth access to the Project site including the operating 
Airport. 
 

Pre-bid meetings and site visits were held on 25th & 26th 
February 2026 at 10:00 hr. (Mauritius Time) at the Plaine Corail 
Airport, Rodrigues.  
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33 We had sent pre bid queries and we find the period of 
experience is mentioned up to Dec 2024 whereas we believe 
it should have been Dec 2025. Possibly its due to oversight in 
the tender document.  
Also may kindly advise the specialised subcontractors are 
allowed with their experience for marine protection work as 
per ITB 17.7. Also, May we solicit your kind meeting 
during  next week  at your suitable schedule as we will be 
in  Mauritius for the project detailing and preparation to bid.  
 

The year 2024 is amended to 31 March 2026. See Addendum 
No. 02, List No.01. 

The credentials of a specialised sub-contractor can be used 
accordingly. 

Pre-bid meetings and site visits were held on 25th & 26th 
February 2026 at 10:00 hr. (Mauritius Time) at the Plaine Corail 
Airport, Rodrigues.  

34 Volume 3, Supplementary Document, Annex 33 -Water 
Strategy 
Water Supply at site. 
As per the tender documents, potable water or construction 
purpose will be supplied by RPUC to the Contractor at one 
designated point. The Bidder requests approval from the 
Employer to engage and coordinate with the RPUC for 
additional details required for its working. 

 Contact details of RPUC as follows:  

Mr. Jean Maxwell Cesar, 

Ag. Manager, Rodrigues Public Utilities Corporation (RPUC) 

Email: +230 5422 0208 

Email: jeanmaxwellcesar@gmail.com 

Bidders are welcomed to liaise directly with RPUC. 

35 Volume No. 2, Air Control Tower, Bill No. 3.1.129: Volume 
No. 3, Architectural & Structural Drawing – BW01 – 
M243/ARCH/ATC/SD/01-03: 
“Supply and Fix SS grade 316L balustrade at staircase, frame 
comprising of 40 x 40 mm SHS and angle bars 50 x 50 x 
10mm thick with 6 mm throat fillet, internal vertical sections 
of 25 x 25 SHS intersection welded to all sides .... ” 
The Bidder is unable to comprehend the use of angle bars 50 
x 50 x 10 mm thick in staircase railing. Hence, request the 
Employer to kindly provide the detailed drawings for ATC 
stair case and balcony railings for working out the correct 
estimate. 

The description of BOQ Item 3.1.129 to be amended to read:  

“Supply and Fix SS grade 316L balustrade at staircase, frame 
comprising of 40 x 40 mm SHS, internal vertical sections of 25 
x 25 SHS intersection welded to all sides…” See Addendum 
No. 03(i) 

Refer to attached Drwg No. M243/T/ARCH/ATC/SD/05  
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36 Refer to Volume No. 2, Air Control Tower, Bill No. 3.1.159 
& 164: 
“Supply and Fix Anti Skid Ceramic Floor Tiles and Granite 
Tiles of European origin all as per the specialist's 
recommendation and Architect's approval etc .... ” 
 
The Bidder request the employer to provide credentials of 
European Origin Ceramic & Granite Tile specialist, if it is 
identified. 
 

Bidders to supply and fix to according to Section 27 and Sub 
Sub-Section 27.26.1 of the Specifications.  

Granite Specifications 

20mm Thick polished Granite. 

Edge to be bevelled and polished. 

Color and texture to be to Architect’s approval (sample to be 
provided) 

Granite to be to EN13755:2002 Standards 

37 Refer to Volume No. 2, Fire Station, Bill No. 3.2.337: 
“Supply and Fix holding down bolts including manufacturers 
Template Qty- 8 Nos.” 
The Bidder requests the Employer to provide the diameter & 
length of the bolts.  

Typical details have been provided in Drwg No. 
M243/T/CE/MISC/SD/02 for the Bidders to quote. The final 
connection details would be amended, if necessary, depending 
on the approved lighting pole and light fixtures. 

38 Refer to Volume No. 2, ATC, Bill No. 3.1.262 : 
“Allow for Lift in ATC.” 
The Bidder requests to provide the ATC Lift data sheet. 

Lift data sheet for ATC to be as per Section 19 of the 
Specifications.  

 

39 Refer to Volume No. 2, General Earth Work, Bill No. 2.1.14 : 
“Filling of Voids with Concrete.” 
The Bidder requests to provide grade of concrete for voids 
filling. 

Concrete Grade should be C25 with a slump of 100-125 mm. 
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40 Refer to Volume No. 2, Pavement Work, Bill No. 2.3.9 : 
“Demolition of Existing Pavement.” 
The Bidder requests the Employer to provide details of the 
existing pavement measurements, including size and 
thickness. 

The areas concerned are the ones required for tying in with the 
new works for the RWT, TXY, shoulders, etc. The depth would 
be the ones required for the new pavement structure to tie with 
the existing pavement structure of the demolished areas. 
Reference to be made to Annex 28 of the Supplementary 
Information – Drwg No. AR1/C/04 and Indicative Method of 
Work Plan 

 
41 

Refer to Volume No. 2, Pavement Work, Bill No. 2.3.12: 41 
“Allow for repairs on exiting Runway, Taxiway and Aprons.” 
Unit of measurement Sum -1. The Bidder requests the 
Employer to provide specific requirement & quantity details 
for the Runway, Taxiway, and Aprons repair works. 

The unit of measurement ‘Sum’ should read ‘Provisional Sum’. 
A provisional amount of MUR 10 million has been provided for 
this Item. The Contractor will be issued the required instructions 
for any required repairs during the construction period.  

See Addendum No.03(ii) 

42 Refer to Volume No. 2, Pavement Work, Bill No. 2.3.27: 
“High modulus base regulating course.” 
The Bidder requests the Employer to provide the detailed 
requirement of high modulus and thickness of course. 

Items 2.3.27 and 2.3.32 of the BOQ should read “Base 
regulating course” in lieu of “High modulus base regulating 
course. See Addendum No.03(iii) 

Details for the base regulating course are provided in Section 11 
of the Specification for Pavements.  

43 Refer to Volume No. 2, Drainage, Bill No. 2.4.11: 
“Supply & lay 762 mm dia. RC pipe in concrete surround.” 
The Bidder requests the Employer to provide the grade of 
concrete for encasing of the RC Pipes. 

Concrete grade to RC pipe to be C30 as per Drwg No. 
M243/T/CE/DR/AR/SW/SD/03/Rev 0. 
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44 Refer to Volume No. 2, Drainage, Bill No. 2.4.19 and 
Drawing No. M243/T/CE/DR/AR/SW/SD/03: 
“Filter Drain with 2 x 250 mm dia. Slotted uPVC pipe” and 
Drawing No. M243/T/CE/DR/AR/SW/SD/03 
The Bidder requests clarity of the section which it needs to 
refer from drainage drawing. 

Refer to details provided in Drwg No. 
M243/T/CE/DR/AR/SW/SD/03/Rev0 for Filter Drains ASW1 
and ASW2. 

 

 

45 Refer to Volume No. 2, Drainage, Bill No. 2.4.22: 
“Modification of existing stromwater drain”. 
Unit of measurement Sum -1. 
The Bidder requests the Employer to provide the additional 
details of existing drain for working. e.g. total length, size 
and modification in which type of drain, etc?  

The unit of measurement ‘Sum’ for BOQ Item 2.4.22 should 
read ‘Provisional Sum’. See Addendum No. 03(iv) 

A provisional amount of MUR 100,000 has been provided for 
this Item.  

A new BOQ Item 2.4.22A is added as follows: 

Description: Backfilling of existing earth drain as per 
Specifications, including cleaning where required. 

Qty: 960 m3 

46 Refer to Volume No. 2, Pavement & Fencing, Bill No. 2.3.84 
and 2.7.21: 
“Retaining wall - Allow for the construction of retaining wall 
of height 0-2.5m, complete with blinding, concrete C35, 
formwork, reinforcement, joints, weepholes, etc. all as per 
construction drawings.” 
 
The Bidder requests the Employer's confirmation on whether 
excavation for these activities is included in this item or not. 

Rate for BOQ Items 2.3.84 and 2.7.21 to include for excavation. 
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47 Refer to Volume No. 2, Perimeter, Service Road & Fencing, 
Bill No. 2.7.22: 
“Frangible Fencing.” 
 
The Bidder requests the Employer to provide the detailed 
drawing with measurements and the materials to be used for 
construction. 

Reference to be made to Section 36 and Sub-Section 36.2 of the 
Specification for the required materials. Length to be as per 
BOQ. 

Refer to Drwg No. M243/T/CE/PF/LA/01/Rev 0 – Fencing 
layout. 

48 Refer to Volume No. 3, Architecture & Structural Drawing, 
Fire Station Foundation Layout, Drawing 
No.M243/T/SE/FF/LA/01”.: 
Refer to Volume No. 3, Architecture & Structural Drawing, 
Fire Station Foundation Layout, Drawing 
No.M243/T/SE/FF/LA/01”. 
 
The drawings states that the foundation formation level / 
depth should be decided on site by the Engineer. Since, the 
geotechnical data is already available with the Engineer, the 
Bidder requests confirmation whether the foundation level 
can be fixed at this stage. 

The unit is in m3 and will be remeasured at actual volume 
excavated for various depths on site. 

49 Refer to Volume No. 3, 010 - Aprorn & Runway Drainage, 
Drawing No.M243/T/CE/DR/AR/SW/SD/03”. And Bill No. 
2.4.25: 
 
"Collection Drain 2 m wide and type RSW3, complete as per 
drawing.' 
 
In the drainage drawing the details of Collection Drain RSW3 
is missing. However, the drawing for Infiltration Drain 
RSW3 and Collection drain RSW4 are provided. Kindly 
confirm us which details we have to refer for working on this 
(2.4.25) item. 

Please refer to Drwg No. M243-T-CE-DR-AR-SW-SD-03 REV 
0_DRAINAGE DETAILS for details regarding the Collection 
Drain. The corresponding BOQ item should read: RSW4 in lieu 
of RSW3. See Addendum No.03(v). 

A new BOQ Item is added as follows: 

Item 2.4.25B – Infiltration drain 3m wide and type RSW3, 
complete as shown on Drawings. 

Qty: 1,900 

Unit:  
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50 Refer to Volume No. 2, ARFF, Bill No. 3.2.77 : 
 
"Concrete Plinth for Solar Panel and Pipes". 
Unit of measurement Sum -1. 
The Bidder requests the Employer to provide the drawings or 
measurement details. 

BOQ Item 3.2.77 is to be omitted. 

51 Refer to Volume No. 2, ARFF, Bill No. 3.2.148 : 
 
"Road Marking to parking bays". 
 
The Bidder requests the Employer to provide the width of the 
bay line for Parking marking . 

The width of the bay line for parking marking to be 100 mm. 

52 Refer to Volume No. 2, Incinerator, Bill No. 3.4.77  and 
Drawing No.M243/T/ARCH/INC/LA/03: 
 
"Fixing of Hardwood Timber Fascia of 2 layers of 225 x 25 
mm". Drawing No. M243/T/ARCH/INC/LA/03 
 
The details provided in the Section AA of mentioned drawing 
is not sufficent to price the item. Hence, the Bidder requests 
to provide the detailed drawing.  

No timber fascia should be provided. This item to be omitted 
from the BOQ. 

53 Refer to Volume No. 2, Boat House, Bill No. 3.5.115 :  
 
"Metal Roof Overhang Covering".  
 
The Bidder is of the opinion that this item is only for supply 
and fixing of 0.80 mm thick prepainted Zincalume sheeting. 
The wood work members and fixtures should be measured 
separately in item No. 3.5.109 to 3.5.114. Please clarify. 

The timber members and fixtures are to be measured under 
BOQ Items 3.5.109 to 3.5.114.  
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54 General: 
 
Existing Electrical Sub Station capacity. 
 
The Bidder requests the Employer to provide the capacity of 
existing Sub Station. 

No spare capacity is available at the existing electrical sub-
station. Bidder to Contact CEB Rodrigues for required power 
supply for the works. 

The Contact details of CEB, Rodrigues is as follows: 

Tel:+2308320210/8312245 

55 General 
 
Demolition of Existing Structure and area 
 
The Bidder requests the Employer to clarify whether after 
demolition of old structures/areas (like - fencing, ARFF, 
ATC, Apron, part Runway, AGL, …. etc), the materials are 
to be returned to the Employer or are to be disposed-off to a 
designated place/ area. 

Demolition waste to be disposed at Mt Plate. 

Recovered materials to be handed over to the client shall be 
decided upon after award of contract. 

56 Volume 3 : Civil Drawing, 07- Phasing, Work 
Implementation Phase-4, Drg. No. M243/T/CE/CP/LA/06 
(Refer red colour mark): 
 
n the drawing near Boathouse & beyond emergency access 
road area show fill with grey area. (Refer red colour mark in 
attached Screenshot-1) 
 

 
 

The area referred to in Query 56 should be levelled only. 

A new BOQ Item is added as follows: 

Zone 60 

BOQ Item 2.1.30 – Cut to fill and grading in material from 
commencing surface to finish level  

Qty: 1,200  

Unit: m3 

See Addendum No.03(vi) 
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The Bidder requests the Employer's confirmation on whether 
this area is to be finished with Asphalt and also the Bill No. 
under which this item is covered. 

57 Volume 3 : MEP Drawing, 17- Fencing :   
(Drawing No. M243/T/ME/FD/EL/01): 
 
Fencing Drawing : Shown 50 mm dia. GI Intermediate Post 
3m C/c.  
And in the Boat House, Boundary Wall & Gate, Bill No. 
2.7.22 mentioned "galvanised metal post of 40 x 4mm thick 
CHS with end cap..." (Refer attached Screenshot No. 2). 
 

 
 
There is a mis-match between the drawing and BOQ 
description. Please clarify which one to be followed. 
Also, request clarification on the Concrete base of 300 x 600 
mm as highlighted in the section.  

For Boat House, the fencing to be as per details provided in 
Drwg No. M243/T/CE/SP/SD/09 R0. 

For Permanent Security Fencing, refer to Drwgs Nos. 
M243/T/CE/PF/SD/01 & 02 

For Frangible Fencing, refer to Section 36 and Sub-Section 36.2 
of the Specification for the required materials. Length to be as 
per BOQ. 

 

Highlighted concrete base to be omitted. For details, refer to 
attached Drwgs Nos. M243/T/ME/FD/EL/01&02 

58 Volume 2 : Roads & Fencing, Bill No.2.7.24: 
 
Airport boundry Fence Lighting. 
Supply, install, test and commission 7 watt LED Light 
mounted on fence post complete with galvanised steel 
electrical conduit, weather proof metal junction box, 2-Amp 
fuse , galvanised steel straps, all as shown on drawings and as 
specified. 
 

Required details are as follows and as per attached Drwgs Nos. 
M243/T/ME/FD/EL/01&02: 

 The diameter of the GI pipe conduit should be 20 mm.  

 The Fencing Lighting details should be as per details 
provided in above mentioned drawings 

 The yellow PVC sleeve to run underground.. 
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The Bidder requests the Employer to provide the diameter of 
the GI Pipe conduit.  
Additionally, the Fence lighting details with Concrete Precast 
post is also missing. 
Also, requests clarification on whether the yellow PVC 
sleeve can run underground along the fence or it has to be 
encased. 

59 Volume 3 : Civil Drawing, 012-Perimeter Fencing, Drawing 
No. M243/T/CE/PF/SD/01.(Refer attached screenshot): 
In the drawing shown Chain link Netting 2 Mesh 10 1/2 
Gauge Plastic Coated, whereas in BOQ, the description only 
mentions the Chain link fencing.  Also Refer Corner straining 
Post, Straining Standard and Intermediate Standard and 
Section BB. (Refer attached Screenshot No. 3) 

 
 
There are discrepancies in the drawing & BOQ of fencing. 
Request clarification on the below: 
a) Chain Link fencing is single layer or double layer. 
b) The vertical spacing shown in the Corner, Intermediate and 
Staining post are different. 
c) Section BB shows vertical Plastic Coated Staining wire. 

All fencing should be Hot dipped Galvanised Fencing.  

Refer to Drwg No. M243/T/CE/PF/SD/01 for the following 
requested details: 

a) Fencing should be in a single layer 
b) Spacing for the straining wire holes should match for 

fixing for all precast units 
c) Straining wire to be galvanised wire. 
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60 Volume 3 : Civil Drawing, 09-Pavement Structure, Drawing 
No. M243/T/CE/PAV/LA/05. : 
 
The Bidder requests the Employer to provide the finish level 
of the Apron & Taxiway to decide the surface water flow in 
the drain catch pit. 

Refer to Drwg Nos. M243/T/CE/RG/XS/01 to 14. 

61 Phasing : Zone 1, 2 & 3 : Temporary Fencing: 
 
As the Bid Documents do not specify the details of temporary 
fencing, the contractor proposes to provide the same as per 
their own specifications. Kindly confirm. 

Details of the Temporary Airport Security Fencing Drg No. 
M243/T/CE/SD/06 and that for delineating the works area Drg. 
No. M243/T CE/SD/07 are attached herewith. 

62 Phasing Drawing : As per phasing schedule.: 
 
As per phasing schedule, the Contractor can start Zone 3 only 
on completion of Zone 2. 
Please clarify whether or not the Bidder can commence 
works in Zone 2, 3 & 4 simultaneously? 

Bidders are informed that the Method of Work Plan provided in 
Volume 3 - Annex 12 of the Bid Documents is an indicative one 
in terms of Zones and Phases. Bidders to fully detail out their 
proposed Method of Work Plan and Programme of Works based 
on the sequence of activities, their durations in respect of 
productivity rates and equipment deployed to demonstrate as to 
how he can work simultaneously in Zones 2, 3 and 4 without 
compromising on all the safety and security requirements (e.g., 
buffer zone from working areas, day and/or night accesses, OLS 
protrusion, interference with NAVAIDS etc.); are adhered to 
and that the necessary clearances can be obtained from the 
Client, the Department of Civil Aviation (DCA) and any other  
relevant Authorities, before commencement of the works, 
bearing in mind that Zone 3 falls within the strip for the existing 
RWY. 
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63 Phasing Drawing : As per phasing schedule.: 
 
As per the phasing schedule, the maritime works fall under 
Zone 4 & 5. 
Please clarify whether the Bidder can commence the 
Maritime works since inception of the Project. 

The attention of Bidders is brought to the fact that the existing 
NDB and VSAT are both within Zone 5 and need to remain 
fully operational until the new NDB in Zone 4 has been 
installed, tested commissioned and flight checked and the 
VSAT powered line is replaced by other alternative 
equipment/power to have it fully autonomous.  Bidders are to 
detail out in their Method of Work Plan, the exact areas they 
propose to work in both Zones 4 and 5 and at what point in time 
of the project construction period while at the same time taking 
all necessary measures to ensure no interference with the 
existing NDB and VSAT; and operations of the existing RWY 
to the satisfaction of the Client and approval of the DCA. 

64 Earth Work: 
 
Earthwork 
Kindly confirm whether any specific area has been identified 
for temporary backfilling activities. 

Contract to use land within project area for stockpiling of land. 
No land available outside the project area for the stockpiling of 
the field materials. 

65 Vol.-2,  Section-1/ App. Section 1/ General Appendix C/ Cl. 
No.3.7- : 
 
Given daily work timings: 
Day 7:00 to 17:00 Hrs. 
Night 21.30 hours to 06.30 hours (Outside Aircraft 
Movement) based on flight schedule for last departure at 
21:00hrs and first arrival at 07:00hrs. 
The Bidder requests confirmation on whether it can carry out 
works in non operational area (beyond aircraft movement 
area) between 17:00 hours and 21:30 hours? 

Bidder to abide by the provisions made in the Bid Documents 
for normal working hours as per PCC Clause 6.5 (Section IX) 
which reads as follows; 

07.00 hrs to 17.00 hrs for day works (Mondays to Saturdays) 

20.00 hrs to 06.00 hrs for night works (Mondays to Fridays). 
Any additional supervision costs required for working within 
non-operational areas during the day beyond the prescribed 
hours of 7:00 hr to 17:00 hrs will have to be borne by the 
Contractor. Similarly, any costs associated with concurrently 
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working night and day for any given period will have to be 
borne by the Contractor.    

66 General : 
 
Any height restriction in the working boundary. 
 
Is there any height restriction in the working boundary. 
Please confirm. 

No obstruction protruding the OLS is allowed. 

67 Volume 3, Supplementary Document, Annex 27 -
Topographic Survey: 
 
The bidder understands that the Cyber Security Requirements 
are restricted only to the temporary establishments 
(Employer's Project office and Contractor's Project Office) 
for the total duration of the Contract. 
 
The Bidders seeks further information from the Employer 
related to the specific needs under this requirement”.  

The Bidder’s proposal should be in accordance with ISO 27000 
including 27001/2/32 and ISA/IEC/62443 standards as per all 
Clauses detailed in Section IX – PCC, Part A – Contract Data 
and to Section B71 of the Preamble to the BOQ. 

68 We would be pleased to receive your specific requirements or 
Bills of Quantities (BoQ) to provide you with a competitive 
commercial proposal that will strengthen your bid. 
 

Bidders to refer to the Bid Documents. 

BOQ in Excel format is available on the website. 
https://aml.mru.aero/index.php/downloads/category/10-bid-
openings?download=658;start=60 

 No amendments to the original format will be accepted. 
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69 We would be much grateful if you could clarify the following 
w.r.t. items specified in the tender documents: 

1. As per paragraph 1.5 Equipment, item 12 and 13 of 
the contract, the project requires two concrete 
batching plants; the main one 100t/hr and a backup 
plant 25t/hr. We would like to clarify if the unit is t/hr 
as specified or is this a mistake and it should rather 
read m³/hr? 

2. For 3t concrete cubes for maritime protection works 
(item 2.2.3 in the BoQ), the details of the cubes 
appear to be missing in the tender documents. We 
would be much grateful if the details for these cubes 
could be shared accordingly. 

1. Paragraph 1.5 – Equipment should be amended as follows: 

Item 12: Concrete Batching Plant should read 80 m3/hr in lieu 
of 100 t/hr 

Item 13: Backup Concrete Batching Plant should read 25 m3/hr 
in lieu of 25 t/hr 

See Addendum No. 03(vii) 

2. Bidders to refer to Section 26 – Revetments of the 
Specification. 

 a) Quantities to the following BOQ items, to be 
amended: 

Item 2.7.3 – “ 2.4 m high chain link fencing and cranked 
cranked concrete post…..” 
Item 2.7.22 – “Frangible Fencing” 
 
Item 2.7.24 – “Supply, install and commission 7-watt 
LED………” 

 

Item 2.7.3 – Quantity to read 5,150 m in lieu of 6,500 m 

Item 2.7.22 – Quantity to read 1,450 m in lieu of 1,600 m 
 
Item 2.7.24 – Quantity to read 1,100 nos. in lieu of 1,970 
nos. 
See Addendum No.03(viii) 

 

Yours faithfully, 

 

Chairperson, PIU Tender Committee 


