GALV. M.S CHAIN LINK
3 ROWS OF BARBED WIRE

GALV. M.S CHAIN

LINK FENCING (MESH 50x50)

50mm @ M.S GALV.
INTERMEDIATE
POSTS AT 3m c/c

HIGH-DENSITY POLYETHYLENE (HDPE)

MESH / SHADE CLOTH
(USUALLY 30% SHADE FACTOR)

2100

50mm M.S GALV. STRUTS
WELDED TO STRAINING POST
INSTALLED AT CORNERS AND
AT INTERVALS OF 18m AT MOST

200}

600

300

500x500

CORNER DETAILS OF FENCING

2100

MASS CONCRETE CAST
IN LENGTH OF NOT
LONGER THAN 6M AND
IN ALTERNATE LENGTH

GALV. M.S CHAIN LINK
3 ROWS OF BARBED WIRE

GL

\VAG

300x100 THK CONCRETE KERB
GRADE 20/20
EXPANSION JOINT AT EVERY 30m

2 NOS PLAIN NO. 8
B.S W.G GALV.
STRAINING WIRES

350

50mm @ M.S GALV.
STRAINING POSTS

GALV. M.S CHAIN

LINK FENCING (MESH 50x50)

2100

HIGH-DENSITY POLYETHYLENE
(HDPE) MESH / SHADE CLOTH
(USUALLY 30% SHADE FACTOR)

DRAWING DISCLAIMER

This drawing has been
prepared by GIBB (Mauritius)
Ltd for use by its client solely
on the project identified on the]
drawing and may not be used,
reproduced or relied upon by
third parties for any other
project, except as agreed by
GIBB (Mauritius) Ltd and its
client, as required by law.
GIBB (Mauritius) Ltd accepts
no resp ibility, and deni

any liability whatsoever, to
any party that re-uses or
modifies this drawing without
the express written consent of]
GIBB(Mauritius) Ltd.

GENERAL NOTES:

REVISIONS

NOPATEH] DETAILS cH | ck | ap

200

GL

00

©

100

FENCING DETAILS

500x500x600 DEEP
MASS CONC.
BASE - GRADE 15/25

CLIENT

PROJECT

RODRIGUES AIRPORT PROJECT
NEW RUNWAY AND ASSOCIATED
FACILITIES (COMPONENT 1)

STAGE

TENDER

DRAWING TITLE

TEMPORARY AIRPORT
PERIMETER SECURITY FENCE

SCALE I DATE
1:50 NOV 2025
DRAWING NO. REV
M243/T/CE/SD/06 0

DRAWN CHECKED REVIEWED
DP SO MYT

CONSULTING ENGINEER

GIBB

GIBB (MAURITIUS) LTD
GIBB HOUSE

71, SAYED HOSSEN ROAD , SOLFERINO
MAURITIUS

PHONE : +230402 1900
FAX @ +230427 6800
EMAIL : gibb@intnet.mu



AutoCAD SHX Text
GL


	Sheets and Views
	SD 06


